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We make it easy!
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Before starting

Your new Blinds To Go® SerenityTM shade is custom made to your specifications from the finest material available.
The installation should be easy and your shade should fit beautifully.

Mounting options

Inside mount: Shade is mounted inside the window frame, either to the top of  the frame or to the sides.
Outside mount: Shade is mounted either on or outside the window frame.

Note: Mounting screws provided are suitable for most mounting surfaces. See below for additional suggestions. 
For wallboard or plaster: Use hollow wall anchors for added support. 
For concrete, stone, brick or tile: Use an appropriate drill bit and appropriate anchors before fastening the screws. 
For metal surfaces: Pre-drill holes before fastening the screws.

Warning labels/tags that MAY* come with this product:

(To conform to government and industry regulations) 
*Depending on style and options ordered.

Suggested 
tools

• Drill
• Level
• Pencil
• Screwdriver
• Tape measure

Parts

For cord safety information: 
1-800-638-2772 or www.cpsc.gov

Mounting brackets 
Quantity: 2 or more depending

on width of  blind

Plastic wedges 
Quantity: 1 per bracket

Screws 
Quantity: 2 per bracket

Anchors
Quantity: 2 per bracket
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Hold-down brackets and screws
Quantity: 2 sets (SerenityTM Shades only)

Spacer blocks
Quantity: same number as mounting brackets

Side mount/extension brackets 
Quantity: 2 or more, 

depending on width of  blind and desired use

Optional hardware (only provided for specific applications)

Getting started

Step 1. Mounting the brackets

1. Hold the shade to where you want to mount it and mark 
approximately 4" in from each end of  the headrail. 
This is where your brackets will go. This can also be done by 
measuring the headrail and marking the corner positions of  the 
headrail on the mounting surface. Then mark approximately 4" 
in from each end. In each case, we recommend you use a level.

Note: When more than two brackets are supplied, position the additional brackets evenly between the two end brackets.

2. Using 2 screws per bracket, fasten the brackets to the mounting surface. When required, apply the plastic wedges 
to reduce top light gap.

Note: If  you have ordered spacer blocks or side mount/extension brackets, apply as illustrated.

Step 1. Mounting brackets

1. Hold the shade to where you want to mount it and mark
approximately 4" in from each end of the headrail. This is
where your brackets will go. This can also be done by
measuring the headrail and marking the corner positions
of the headrail on the mounting surface. Then mark
approximately 4" in from each end. In each case, we rec-
ommend you use a level.

Getting started

2. Using 2 screws per bracket, fasten the brackets to the mounting surface. When required, apply the U
shims to ensure that the headrail is mounted level.

Note: If you have ordered spacer blocks or extension brackets, apply as illustrated.
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apply plastic wedge to
reduce top light gap

or

Note: When more than two brackets are supplied, position the additional brackets evenly between
the two end brackets.

applying U shim inside mount outside mount
(optional)

For the blind to be flush within the frame, the back edge of the brackets  
should be 3 1/8" back from the front of the frame.

applying spacer block applying extension bracket
(optional) (optional)
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shims to ensure that the headrail is mounted level.

Note: If you have ordered spacer blocks or extension brackets, apply as illustrated.
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the two end brackets.

applying U shim inside mount outside mount
(optional)

For the blind to be flush within the frame, the back edge of the brackets  
should be 3 1/8" back from the front of the frame.

applying spacer block applying extension bracket
(optional) (optional)

SerenityCascade468348_CAen:GU-Serenity_USen  5/8/13  4:25 PM  Page 3

468348_TXT16_0003_02-EN.p1.pdf
PDF For SoftProofing 150DPI
Softproofs / Épreuves-écran

Job: 79638_INB
Black, PANTONE Red 032 C
Date: Jun-15-2016  ChristianM

Step 1. Mounting brackets

1. Hold the shade to where you want to mount it and mark
approximately 4" in from each end of the headrail. This is
where your brackets will go. This can also be done by
measuring the headrail and marking the corner positions
of the headrail on the mounting surface. Then mark
approximately 4" in from each end. In each case, we rec-
ommend you use a level.

Getting started

2. Using 2 screws per bracket, fasten the brackets to the mounting surface. When required, apply the U
shims to ensure that the headrail is mounted level.

Note: If you have ordered spacer blocks or extension brackets, apply as illustrated.
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Note: When more than two brackets are supplied, position the additional brackets evenly between
the two end brackets.

applying U shim inside mount outside mount
(optional)

For the blind to be flush within the frame, the back edge of the brackets  
should be 3 1/8" back from the front of the frame.

applying spacer block applying extension bracket
(optional) (optional)
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applying spacer block 
(optional)
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Step 2. Fitting the shade into the brackets

Note: Make sure the shade is in the closed position before mounting the shade. 
Install the shade in the brackets before removing the adhesive tape that holds 
the base of  the shade.

Step 4. Mounting the hold down brackets 
(Serenity only, if  you have ordered hold down brackets)

1. Lower the shade to the desired height.

2. Position the hold down brackets so that their tabs are 
aligned with the holes at each end of  the bottom rail.

3. Mount the brackets with the screws provided. 3

Step 2. Fitting the shade into the brackets

Note: Make sure the shade is in the closed position before mounting the shade.

Step 4. Mounting hold down brackets (Serenity only, if you have ordered hold down brackets)

1. Lower the shade to the desired height.

2. Position the hold down brackets so that their tabs are aligned with the holes at each end of
the bottom rail. 

3. Mount the brackets with the screws provided.

or

Step 3. Mounting the Tie-Down Safety Device

The Serenity/Cascade tie-down device provided has been created to comply with improved child safety laws.
This mechanism must be attached to the surrounding wall or frame for the blinds to operate correctly.

First, position the device where you wish it to be placed, either on the wall or on the window frame.

1. Pull down slightly on the device to ensure proper tension (Fig. A). Insert an awl, punch or small head screw-
driver, into the white plastic screw hole, then pull DOWN firmly until it stops. Mark the drill hole (Fig. B).

2. Using the mark as a guide, drill a pilot hole using a 3/32” drill bit or smaller (Fig. C).

3. Insert the screw provided into the plastic screw hole and pull DOWN again until it stops. Use a screwdriver
to drive the screw through the plastic hole and into the pre-drilled hole (Fig. D).

4. Final check, ensure the cord and chain move freely without engaging the lock. 

(Fig. A) (Fig. B)

(Fig. C)

(Fig. D)
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Step 3. Securing the tie-down safety device

The SerenityTM/Cascade tie-down device provided has been created to comply 
with improved child safety laws. This mechanism must be attached to the 
surrounding wall or frame for the shade to operate correctly.

1. Compress the tension device and slide it all the way down the chain.

2. Insert screws into each hole, then position the device on the wall or moulding, 
pulling down slightly to ensure proper tension. The chain should be taut on 
both sides, but not so taut that the connector cannot pass through the hole.

3. Compress the tension springs by pushing on the surface on which it will be 
mounted. Use a screwdriver and the screws provided to install the device. 
Ensure the chain and connector can move freely through the tie-down device.

Note: Use appropriate wall anchors if  necessary (see the note on page 2).

applying side mount bracket (optional) applying extension bracket (optional)

Install 2nd bolt through 
back hole if  bracket has 

one. Otherwise one 
single bolt will hold 

bracket securely.

vertical installation

horizontal installation

or


